
BV5094

Description
The VOLT 2 Piece 2/2 way ball valve used to isolate 
process pipelines. The valve is a well proven and 
designed to industry Standards. It comprises of an 
investment cast body in stainless steel with TFM 
1600 ball sealing. The valve Has an ISO 5211 Direct 
mounting pad for automation. It finds wide use in 
fluid media while offering higher cycle life with 
reduced torque. The Ta-Luft self-adjusting packing 
gland consists of dual sealing with an alignment 
collar for superior tightness. The valve is ideally 
suited for open/closed operation and  Isolation. 
When actuated it is the ideal choice for automation. 
Anti-Static devices and ATEX Approved.

Firesafe Design and Construction, certified API 607 
5th Ed 2005, ISO 10497.
ASTM A351 CF8M 316 Stainless Steel construction, 
316 Trim.
TFM 1600 Ball Seats. Grafoil Body Seals and Stem 
packing.
Ta-Luft self adjusting stem sealing. Nace MR-0175 
compliant.
ISO 5211 Direct Mounting Pad and Square Stem for 
automation.
Anti-Static devices for Ball-Stem-Body. ATEX 
approved.

• 1” to 4" 
• Body CF8M 
• Direct Mount with Lockable Lever
• Anti-Static Device
• TFM 1600 is an FDA and WRAS Certified 

Material
• Silicone free 

Flanged BS10 Table E                           
Stainless Steel Ball Valve.

Description
This valve is the most popular valves in 
our flanged range offering reliability and 
cost effectiveness. ASME150/PN16 
flanged full bore, 316 stainless and WCB 
steel body with ISO Top works. Lockable 
lever operated and PTFE seats. Sizes 
range from ½” up to 4".

Descripción
Esta válvula es la válvula más popular en 
nuestra gama de bridas que ofrece 
fiabilidad y rentabilidad. ASME150 / PN16 
con brida de diámetro interior, acero 
inoxidable 316 y cuerpo de acero WCB 
con top ISO funciona. Palanca 
bloqueable accionada y asientos de 
PTFE. Los tamaños van desde ½ "hasta 
4".

Beschreibung
Dieses Ventil ist die beliebtesten Ventile 
in unserem Flansch-Sortiment mit 
Zuverlässigkeit und Wirtschaftlichkeit. 
ASME150 / PN16 Flansch-Vollbohrung, 
316 Edelstahl und WCB Stahlkörper mit 
ISO Top Werk. Abschließbarer Hebel und 
PTFE-Sitze. Größen reichen von ½ "bis zu 
4".

Description
Cette vanne est la valve la plus populaire 
dans notre gamme à brides offrant une 
fiabilité et une rentabilité. ASME150 / PN16 
à charnière pleine perforée, corps en acier 
inoxydable 316 et WCB avec travaux ISO 
Top. Siège verrouillable et sièges en PTFE. 
Les tailles vont de ½ "à 4".ATEX
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Size d L D C T N h H H1 M P A1 A2 B1 B2 W ISO 5211

1" 25 127 115 82.6 11.6 4 16 59 90 11 11 6 7 42 50 175 F04-F05

11/2" 38 165 134 98.4 14.7 4 16 76 110 14 14 7 9 50 70 190 F05-F07

2" 50 178 152 114 16.3 4 17.5 81 115 14 14 7 9 50 70 190 F05-F07

3" 76 203 184 146 19.5 4 17.5 111.5 176 17 17 9 11 70 102 300 F07-F10

4" 100 229 216 178 24 8 18 141 211 22 22 NON 11 NON 102 400 F10

Dimensions Table E (mm)

BV5094

No. PART NAME  MATERIAL

1 Body CF8M

2 End Cap CF8M

3 Ball CF8M

4 Ball Seat TFM 1600

5 Stem 316

6 Stem (Antistatic) 316

7 Thrust washer PTFE

8 O-Ring FKM

9 Packing Grafoil

10 Bushing SUS304

11 Gland 316

12 Belleville Washer SUS301

13 Stem Nut A194-8

14 Stop lock cap SUS304

15 Handle Gland SUS304

16 Handle Nut A194-8

17 Handle SUS304

18 Lock device SUS304

19 Handle Sleeve Vinyl Plastic

20 Body Gasket Grafoil

21 Bolting A194-8

22 Bolt Nut A193-B8

Materials
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